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Mullion / transom Facades and Skylights

Schiico FW 507 /FW 60*
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Mullion / transom Facades and Skylights

Schuco FW 50*/FW 60*

CuncTemHble pelleHns Ansi BepTuKanbHbIX bacagoB M CBETONPO3pPaYHbIX KpPbILL
System solutions for vertical facades and skylights

lMpekpacHo 3apekoMeHaoBaBLLME cTaHpapTaM aHeprocbepexeHus - NVHENHoe 3aKpenneHne ¢ AByX
cebs Ha npakTuke cHabXeHHble EnEV n Document L. CTOPOH

Tennonsonsaumen cMcTeMbl CTOEYHO- * BoamoxHbI nyneHenpobusaembie,
purenbHbIx dhacagos FW 50% u * Hebonbluas wupuHa BUANMOW B3ITOMOYCTONYMBbIE, YCTONYMBbIE
FW 60" nossonsioT pean13osbiBaTh yactu npodunert - 50 n 60 mm K AeNCTBUIO B3PbIBHOW BOMHbI
camble pa3Hble Mo KOHLenuun *  B03MOXHbI KOHCTPYKUMU C BOnbLLOW KOHCTPYKLK

1 0POPMIIEHNIO BEPTUKASbHbIE LLIMPVHON NponeTa 1 3HaYUTeNbHON * Bo3moxHo nsrotoBnexue

dacagpbl 1 CBETOMPO3PaYHbIE KPbILLK BbICOTOW YCTaHOBKMW: AonycTumas orHecTonkux dacanos (BF)

- B 0COOEHHOCTM NpU 3HAYUTENBHOW Harpyska oT cTekna - fo 6 kH » CkpbITas 3alimTa oT rpo30BOro
LUMPVHE NPONETOB N YyCTaHOBKE Ha *  OBLUMPHBIN acCCOPTUMEHT paspsiaa - MOnHVMeoTBos,
60nbLUION BbICOTE, C BHELLHEW 1 Haknagok no3sBonseT co3fgaBaTb BCTPOEHHBIN B dhacafHylo cuctemy
BHYTPEHHEN CerMeHTaumen. apekTHbIE U OpUrMHanbHble * B cBeTonpo3payHble Kpnwmn mMoryT
®opMbl KpbILLK: OT OAHOCKATHBIX A0 peLueHnsa dacagHbIX KOHCTPYKLNN, ObITb BCTPOEHbI No6bIe KPbILLHbIE
6onbLUMX apoK AN TakuxX KPYmnHbIX Harnpumep, ¢ BUANMbIMU BUHTOBLIMU okHa Schiico AWS

0OBEKTOB, Kak TOProBble LEHTPbI UK COeAVHEHUSMU, C NIIOCKNMMU » [pocTon n BLICTPBIV MOHTaX
aAMUHUCTPATUBHbIE 30aHUS. Haknagkamu unm uMuTaumnen Gnarogapsi NocTaBke B NMPaKTUYECKN
Kpome Toro, BO3MOXHO co3paHue cTanbHbIX KOHCTPYKLWNA roToBOM BUae

KOHCTPYKLIMIA C NOBbILLIEHHOW « FW 50"/ FW 60* ¢ BO3MOXHOCTbIO

Tennousonsuuen (HI), aKLEHTUPOBAHNSA FOPU3OHTamNbHbIX

COOTBETCTBYIOLLMX COBPEMEHHbBIM VNV BEpTUKanbHbIX JIMHUIA,

[ —

Schiico FW 50*, cerMeHTUpoBaHHbIN acag,
M=1:2
Schiico FW 50*, faceted facade, scale = 1:2

Schiico FW 50" NonycTPYKTYpHbIA d., M
=1:2
Schiico FW 50* with semi SG look, scale = 1:2

IS

Schiico FW 50" .HI, croiika, M = 1:2
Schiico FW 50™ HI, mullion, scale = 1:2

Schiico FW 50" BepTukanbHas npoekumsi
Front elevation Schiico FW 50* with semi-SG look

Schiico FW 60* HI,

[opu3oHTanbHOE ceyeHne, CBETONPO3paYHas
Kpbiwa, M = 1:3

Schiico FW 60 HI,

Horizontal section detail of the skylight, scale 1:3



The tried and tested thermally
insulated mullion/transom
facade systems Schiico FW 50%
and FW 60* can be used to
create impressive vertical facades
and skylights — particularly with
large module widths and
installation heights, and
facetted inwards or outwards.
Roof types: from monopitch
roofs through to arched heads
with wide spans for large
projects, e.g. shopping centres
or administration buildings.

In addition, the .HI high
insulation systems comply

with the latest energy-saving
regulations, such as EnEV and
Document L.

CToe4Ho-purenbHble dacagbl U CBETONPO3paYHbIe KpbILLK
Mullion / transom Facades and Skylights

e Narrow profile face widths of
50 or 60 mm

e Large module widths and
installation heights can be
used with glass loads of
up to 6 kN

¢ A wide range of cover caps
offer outstanding design
options for a variety of facade
styles, e.g. visible screw-fitted
caps, flat cover caps or steel
look cover caps

e FW 50*/FW 60* can be
created with a horizontal or
vertical accent, held in
position on 2 sides

e Bullet resistance, burglar
resistance and blast resistance
options

Schiico FW 50" CW/FW 60" CW

Tenno-xonoaHbin hacag

Ventilated/non-ventilated facades

Cuctembl Schiico FW 507 CW
und FW 60 CW gns
TENnno-xonoAaHblx cacagos
npegycMaTpvBaloT yCTaHOBKY
ntoObIX rMagKkn X U NAOCKMX
3anofiHEHWI 1 BKIOYAlOT BCE
KOMMOHEHTLI, 06ecnevynBaroLmne
npuMbIKaHWe K KOpnycy 3[4aHus
N KpenneHne NoaKOHCTPYKLMK.
Ewe ogHo npenmyLLecTBo:
CyLLECTBEHHOE COKpaLleHne
CPOKOB CTPOMTENLCTBA 3a CYeT
BO3MOXXHOCTN OHOBPEMEHHOro
N3roToBneHus dacaga u
BHYTPEHHEN OTAENKN NOMELLEHNI.

* YpesBbl4anlHO 3KOHOMUYHbIE
peLleHUst KOHCTPYKLIMIA C
XONOAHLIMU U CHaBXXEHHbIMMN
Tennousonsaunen yyactkamm

* ['MbkocTb Npu pacnpeaeneHnn
obnacTten ¢ TennousonaAumen n
©e3 TakoBoW

The Schiico systems FW 50 CW
and FW 60* CW for ventilated /
non-ventilated facades can
accommodate all smooth-faced
panels and are supplied with all
the necessary wall attachment
fittings and substructure fittings.
Another advantage is the
significant reduction in
construction time as facade
fabrication and interior building
work can be done in parallel.

e Very economical solutions
thanks to composite
constructions

e Great flexibility in
positioning the ventilated
and non-ventilated areas

e Can also be used as a
fire-resistant facade (BF)

e Concealed integration of a
lightning conductor device in
the facade system

e Skylights can be combined
with all Schiico AWS roof
vents

e Quick and easy installation
due to a high degree of
prefabrication

Schiico FW 50" CW
Tenno-xonoAHel dacag
Schiico FW 50* CW

Ventilated / non-ventilated facade

Schiico |3




Schiico — Baw naptHep B obnactu
OKOH W renmocucTem

Jlngep B o6nactn MHHOBaUMI CUCTEMHOTO
cTpouTenbcTBa, Schiico noctaBnser 4actu
060MoYKM 34aHMA 1 cneLnanusnpoBaHHble
nporpamMmbl ANs NPOEKTUpPOBaHUS,

KOHCTPyMpoBaHUA U NpOU3BOACTBA.

AniomuHneBble cucTembl MpakTuyHble npodunm
Ansi pacafos, KpbLl, OKOH, ABEPEN, 3UMHUX
CafoB, COJHLE3aLUNTbl, 6ankoHOB, OrpaxaeHuit,
3aALUMUTHBIX KOHCTPYKLIMIA.

CranbHble cucteMbl MIHOUBMAYanbHble peLleHns
hacagos, BOpoTa 1 ABepHbIe 6roku

Cuctembl 13 MBX OB6LIMPHBIA aCCOPTUMEHT 1
pasHoo6pasHble BO3MOXHOCTU 0hOPMIEeHUs
npegnaratt cuctemel npocdunein ns MNBX
lenvocuctembl PoToranbBaHu4eckue n
renvoTepmMarbHble YCTPONUCTBA C €AMHON CXEMOW
cBOopKM Nerko coyeTaTcs.

Schiico Design OTTO4€HHble CUCTEMHblEe
TEXHOMOTMW AN MALUMHOCTPOEHUS,
Npon3BOACTBEHHOrO 060PYAOBaHUS U MebenbHon
NPOMBILLIEHHOCTU

Schiico International KG
www.schueco.com

Schiico — Your Partner for Windows and
Solar Products

As leading innovator in system-based construction,
Schiico supplies components for the whole building
envelope, including specialised software solutions for
design, construction, calculation and fabrication

Aluminium systems Comprehensive range of
profiles for facades, skylights, windows, doors,
conservatories, solar shading, balconies,
balustrades, protection and security constructions
Steel systems Individual profile solutions for
facades, industrial doors and door engineering
PVC-U systems A broad spectrum of products and
a wide variety of design options from high quality
PVC-U system engineering

Solar products Photovoltaic and solar heating units
perfectly tailored to one another guarantee a
uniform installation system

Schiico Design Advanced system technology for
mechanical engineering, industrial technology and
the furniture industry

Bce paspabotku Schiico n3 antomunus, MNBX u ctanu,

a TakKe CMCTEMbl UCMOMb30BaHUSA COMHEYHOW 3HEepPrum
OT/INYAOTCHA BbICOKOMN HaAeXHOCTbH U UCKIHOYUTESNTbHBIM

kayecTBoM. MepdekuroHnsm, komaHaHasa pabora n
AVHaMWYHOE pPa3BUTUE - 3aror BbICOKUX Pe3ynbTaToB.
MapTtHepcTBO € KOMaHgow McLaren Mercedes - cumson

VODAFONE McLAREN MERCEDES BeayLero nonoxeHus Schiico International, koTopoe Mbl
CORPORATE F'ARTNER‘

coxpaHum B ByayLuem.
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Farbbilder:
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